
 

 
 
 

 

Specifications can change without previous notice 

DVB-S/S2 FIELD METER  DTVLINK-S                              AD INSTRUMENTS 

•  Measures standard DVB-S/S2 

• Spectrum analyzer  SPAN variable and auto reference level. 

• Measures of Power, MER, CBER, VBER y LBER. 

• Automatic identification of modulation type. 

• Automatic calculation of antenna position. 

• Programing to 16 satellites y  6 transponders/ satellite. 

• Diseq 1.1 generator. 

• Battery of  Li-Ion,  2,5 hours working,  3 h charge. 

• All included ; Tranport bag, AC/DC and car charger, USB cable, etc,  

• Compact and light; 153 mm × 93 mm × 42 mm, 338 gr. With battery. 

   Spectrum analyzer     All measures     Simple menús 

Quick search   Calculation azimut and elevation Diseq 1.0 y 1.1 

ESPECIFICATIONS 
Frequencies 950 MHz ~ 2150 MHz Measures Potencia, MER, CBER, VBER 

Standars DVB-S/S2 Control 22 K SI 

Simbol Rate 1 MS/s ~ 45 MS/s Control Diseq 1.1 y 1.0 

Input level 30dBuV-110dBuV  Audio Speaker incorporate 

Units dBuV、dBmV、dBm Display 128x64 LCD 

Precision ±3.0dB(20ºC ±5ºC) Memory 16 satellites, 6 tranponder/sat 

Input impedance 75Ω Voltage LNB 13V,18V and OFF 

Type of connector F Current  LNB ≤ 400mA 

Battery Li-Ion, 2,5 h working Communications USB 

GENERAL CHARACTERISTICS 
Power Supply External charger 90~240V AC / DC 12V/1.2A 

Temperature storage/ working -10ºC~50ºC  /  0ºC~40ºC 

Dimensions / Weight 153mm x 93mm x 42mm / 338 gr 

Accesories included 
 AC/CD Charger, car charger, transport bad, CD software and 

user manual, USB cable, F adaptor. 


